
SOLING TECHNOLOGY
Cemented assembly 
Nitrile rubber outsole
Extremely slip resistant (SRC)
High abrasion resistance
Antistatic
High heat resisant (HRO) 
Heat (HI3) and cold (CI) insulation 

INSOLE 
Removable comfort insole 
High density foam for maximum comfort 
Shock absorption
Anatomic shape 
Antistatic

OTHER PARTICULARITIES
Boot puller

UPPER
2.2 +/- 0.2 mm black grain leather
Fire resistant and waterproof

INNER LINNING
Fully lined wih a waterproof 1.2 mm grain laether
Seams are sealed with a waterproof tape

SHOELACE 
Removable high strenght central zipper
Standard fire resistant sholace 

RUBBER PUMP CAP 
Fire resistant rubber protection 1,7 mm
Stitched and cemented
High abrasion resistance

TOECAP
Light XXL Fiberglass
Metal free and athermic
Providing more comfort in use
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FIRE FIGHTING FOOTWEAR

BREATHABILITY
FLEXIBILITY
LIGHTNESS

Size : 35  to 50 (Europe)
           3 to 14 (UK)
Weight : 2,1 kg
Upper height : 22 cm

LEATHER LINNING

ZEPHYR B

BOOT PULLER

F2A


